
Pit # Product Client:

Date: Time: AC Content:

Material: Weather:

Samples From: Sampled By: 

Test Spec. % Single % Double

Wet Dry

Original

Wet Weight

Oven

Dry Weight

D-294

6/16/2026

Dry Weight

After Wash

SIEVE ANALYSIS REPORT

12:30 PM

Basecourse 

Menzel Lake

Fracture

0 0.0%

Cumulative

% Retained

Passing Sieve

Percent Passing

Sun

BB

% Washing Loss

Sieve

4785.6

11/4"

Washing Loss

Weight 

Retained

Cumulative 

Weight

Retained

5/8"

3.3%

1138.5 23.8%

156.41"

2670.9 55.8%

4344.5 90.8%

#4

#40

#200 4595.4 96.0%

80-100

25-45

3-18

99-100

76% 50-80

100

9%

100%

97%

44%

Tests are run using ASTM, ASHTO or WSDOT standard test methods.

Remarks:

Pan

4.0% 0-7.5

Tested By:

Sieving Method

Sp. G. Coarse Agg. Sp. G. Fine Agg.

BB Reviewed By:

Sand Silt Ratio:

BB

Calculated By:

Absortion

Sand Equivalent: 63 Fineness Modulus

Matls. Used  WSDOT specs, unless otherwise specified by job or project.

1 1/4" Minus Crushed Rock - 2026




